Specification
e . HBF 20-7 HBF 25-7 HBF 30-7 HBF 32-7
Description Unit
R Y Y 4v | 3V
Load Capacity kg(lb) 2,000(4,000) 2,500(5,000) 3,000(6,000) 3,200(6,500)
Load Center mm(in) 500(24) 500(24) 500(24) 500(24)
S et Load mm/sec(fpm) 370(72.8) 330(65) 360 320(63) 270(53.1) 180(35) 260(51.1) 170(33)
Unload | mm/sec(fpm) | 580(114.1) 550(108) 580(114.1) 550(108) 460(90.5) 360(71) 460(90.5) 360(71)
Fork Lowering Speed Load mm/sec(fpm) 500(98.4) 500(98.4) 510(100.4) 510(100.4)
PERFORMANCE Unload mm/sec.(fpm) 450(88.6) 450(88.6) 460(90.5) 460(90.5)
LxWxT mm(in) 1050(41.3)x100(3.9)x45(1.8) 1050(41.3)x100(3.9)x45(1.8) 1050(41.3)x125(4.9)x45(1.7) 1050(41.3)x125(4.9)x45(1.7)
Body Travel Speed(Unloaded) km/hr(mph) 15.8(9.8) 11.4(7.0) 15.3(9.5) 11.1(6.9) 15.2(9.4) 11.0(6.8) 149(9.2) 10.8(6.7)
Gradeability (Loaded) % (deg) 26.2(14.7) 286(15.9) 230(12.9) 25.1(14.0) 18.5(10.5) 20.2(11.4) 17.8(10.1) 195(11.0)
Weight (Unloaded) kg(lb) 3,965(8,741) 4,293(9,464) 4,715(10,395) 4,810(10,604)
A| Max. Lifting Height mm(in) 3,300(129.9) 3,300(129.9) 3,300(129.9) 3,200(125.9)
B| Free Lifting Height mm(in) 155(6.1) 155(6.1) 155(6.1) 155(6.1)
C| Tilting (Forward) % (deg) 10.7(6) 10.7(6) 10.7(6) 10.7(6)
C'| Tilting (Backward) % (deg) 17.8(10) 17.8(10) 17.8(10) 17.8(10)
D| Max. Height mm(in) 4,485(176.5) 4,485(176.5) 4,485(176.5) 4,385(172.6)
E| Min. Height mm(in) 2,175(85.6) 2,175(85.6) 2,190(86.2) 2,190(86.2)
F | Outside Turning Radius Min. mm(in) 1,960(77.1) 2,000(78.7) 2,235(87.9) 2,250(88.5)
G| Overall Length to fork face mm(in) 2,267(89.2) 2,322(91.4) 2,507(98.7) 2,527(99.5)
H| Overall Width mm(in) 1,186(46.7) 1,186(46.7) 1,213(47.7) 1,213(47.7)
DIMENSION || Overhead Guard Height mm(in) 2,220(87.4) 2,200(87.4) 2,250(88.6) 2,250(88.6)
3| Ground Clearance At lowest point mm(in) 130(5.1) 130(5.1) 145(5.7) 145(5.7)
Center of wheel base mm(in) 130(5.1) 130(5.1) 145(5.7) 145(5.7)
K| Wheel Base mm(in) 1,420(55.9) 1,420(55.9) 1,580(62.2) 1,580(62.2)
L | Wheel Tread - Front mm(in) 990(38.9) 990(38.9) 990(38.9) 990(38.9)
M| Wheel Tread - Rear mm(in) 930(38.5) 980(38.5) 930(38.5) 980(38.5)
N Sﬁgﬁ;”%';osxt?;'gg%&'fl'g]w'dth with mm(in) 3425(1348) 3,465(136.4) 3,700(1456) 3715(1462)
Drive motor (Series) kW(Hp) 10.3(13.8) 103(13.8) 10.3(13.8) 10.3(13.8)
L Pump motor (Series) kW(Hp) 15.5(20.8) 11.0(14.8) 15.5(20.8) 11.0(14.8) 15.5(20.8) 11.0(14.8) 15.5(20.8) 11.0(14.8)
Battery Weight Min kg(lb) 1,040(2,292) 1,100(2,425) 1,320(2,910) 1,320(2,910)
BATTERY Max kg(lb) 1,300(2,870) 1,300(2,870) 1,500(3,300) 1,500(3,300)
Battery Compartment Size (Lx W x H) mm(in) 1,066(42)x796(31.4)x537(21.2) | 1,066(42)x796(31.4)x537(21.2) | 1,066(42)x990(39)x537(21.2) | 1,066(42)x990(39)x537(21.2)
With load front/rear kg(lb) 5,153/812(11,360/1,790) 5,940/850(13,095/1,873) 6,788/927(14,964/2,043) 7,087/927(15,623/2,043)
Without load front/rear kg(lb) 1,795/2,170(3,957/4,020) 1,745/2,545(3,847/5,610) 1,958/2,756(4,316/6,075) 1,935/2,875(4,265/6,338)
TIRE & WHEELS Tire type (SE=Super Elastic, P=Pneumatic) - SEP SEP SEP SEP
Number front/rear - 2/2 22 2/2 22
Size- front (Pneumatic) - 7.00-12(12PR) 7.00-12(12PR) 28x9-15(12PR) 28x9-15(12PR)
Size- rear (Pneumatic) - 18x7-8(16PR) 18x7-8(16PR) 18x7-8(16PR) 18x7-8(16PR)
Electrical Drive - DC Series DC Series DC Series DC Series
CONTROLLER TYPE Load Handling - DC Series DC Series DC Series DC Series
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HBF 20/25/30/32

- Model : HBF20-7/ HBF25-7/ HBF30-7/ HBF32-7

- Load Capacity, kg (Ib) : 2,000(4,000) / 2,500(5,000) / 3,000(6,000) / 3,200(6,500)
- Travel Speed(Unloaded), km/hr (mph) : 15.8(9.8)/ 15.3(9.5)/ 15.2(9.4) / 14.9(9.2)

- Max. Lifting Height, mm (in) : 3,300(129.9)/3,300(129.9)/3,300(129.9) / 3,200(125.9)
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